
paint roller cleaner

sedi-box 
optional extra. the dirty 
water and paint residues are 
caught and sedimented.

3 high-pressure nozzles 
inside, longitudinally arran-
ged nozzles for cleaning the 
paint rollers

aluminum containers
stainless and extremely 
durable

stable tubular frame
powder-coated

stopcock 
to turn the paint roller clea-
ner on and off.

connection for pressure 
washer (m22 ag)
all fittings are
made of stainless steel

plexiglass lid 
removable with handle to 
protect against splash water

*pictured products are subject to change. nonliability for picture true delivery.

that‘s how easy it works:
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high pressure cleaner required!
commercial high pressure cleaner up to 100 bar

clean paint rollers in just 8 seconds
... and with only 1.5 liters of water per roller!



paint roller cleaner

paint roller cleaner

      0 - 100 bar

 10 l/min.

0 - 40 °C

 3 × 034 US gal/min

24/1 h/d

24 monate

8 kg

460 × 250 × 500 mm

Ø125 × 400 mm

z025

F gmbh
headquarter
street of water jetting 1 
89143 blaubeuren-seissen (germany)
	+49 7344 9244-0	  	 info@falch.com
	+49 7344 9244-4090	 	www.falch.com 

      30 - 100 bar

 5 - 10 l/min

2,0 kW / 1,8 kW,
2800 rpm, air

230 V/50 Hz/16 A, 5,0 m

1,8 kW, 2800 rpm,
2,0 - 8,0 bar, 60° C

24 months

45 kg

1000 x 570 x 430 mm

g349

recommended accessories

application result technical data
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w
04

00
32

1 
08

/2
01

8

g349  high pressure cleaner wheel jet 2


