
drainspeed 30

the smallest pipe cleaning nozzle in the 3000 bar-
sector with the superior impact!

*pictured products are subject to change. nonliability for picture true delivery.

100% sealing
there is no leakage in the 
complete sealing of the nozzle, 
therefore the cleaning is very 
efficient.

only 20 mm diameter 
the nozzle is suitable even for 
the smallest pipe diameter.

connection
fits directly for all hoses with the 
thread 9/16“.

nozzle insertion
glue-free – only sealed by the 
sealing cone. therefore no  
blocked nozzle bore and no  
drying time by changing the 
nozzle.

magnet braked nozzle
runs with low speed from  
500 to 1500 r/min. so it has 178% 
higher removal performance 
than conventional nozzles and 
fights against the hardest 
soiling.

low maintenance 
compact construction with 
magnet brake works oil-free and 
makes long working periods 
possible.  

changeable nozzle holder 
changes take less than  
60-seconds. different jet  
configurations can be tested 
quickly.

working pressure
capable of ultra high pressures 
up to 3000 bar.
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drainspeed 30

falch drainspeed 30   

1200 - 3000 bar 1200 - 3000 bar

10 …50 l/min 10 …50 l/min

+5 °C…+70 °C +5 °C…+70 °C

self drive self drive

125 kW, 500 - 1500 rpm 250 kW, 500 - 1500 rpm

017 USgal/min 035 USgal/min

9/16“ unf-lh inner thread 9/16“ unf-lh inner thread

0,34 kg 0,34 kg

Ø 20 × 156 mm Ø 20 × 156 mm

z0000639 z0000766

test: 2500 bar, 20 l/min
                                        competitor

278%  volume/performance 100%  volume/performance

z0000749
cage, 
id: 20 mm
od: 50-100 mm
L: 100 mm

optional accessories
e1230579
pipe cleaning 
pushing nozzle
Ø 20 mm

z0000639 standard nozzle system: (2500 bar / 19 l)
1+2 - point jet nozzle 0° 3000 bar, M4 outer diameter, nozzle size 0032/0,40 mm sapphire style 8
5+6 - point jet nozzle 0° 3000 bar, M4 outer diameter, nozzle size  0061/0,55 mm sapphire style 8

z0000766 standard nozzle system: (2500 bar / 40 l)
1+2 - point jet nozzle 0° 3000 bar, M4 outer diameter, nozzle size 0073/0,60 mm sapphire style 8
5+6 - point jet nozzle 0° 3000 bar, M4 outer diameter, nozzle size 011/0,75 mm sapphire style 8
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magnetic brake


